
 

 

                 

 A+

 A
 B
 C
 D
 E
 F

2017 812/2013

C

Thermia 086L6515
WT-C 500 FC (6Bar)

104 w

492 L

 

 

                 

 A+

 A
 B
 C
 D
 E
 F

2017 812/2013

C

Thermia 086L5880
WT-C 500 FC (3Bar)

104 w

466 L

 

 

                 

 A+

 A
 B
 C
 D
 E
 F

2017 812/2013

C

Danfoss WT-C 750

127 w

721 L

 

 

                 

 A+

 A
 B
 C
 D
 E
 F

2017 812/2013

C

Danfoss WT-C 500

86 w

472 L

 

 

                 

 A+

 A
 B
 C
 D
 E
 F

2017 812/2013

C

Thermia 203961
WT-V 1000 FC (3Bar)

130 w

971 L



 

 

                 

 A+

 A
 B
 C
 D
 E
 F

2017 812/2013

C

Thermia 086L5881
WT-C 750 FC (3Bar)

127 w

705 L

 

 

                 

 A+

 A
 B
 C
 D
 E
 F

2017 812/2013

C

Thermia 086L6516
WT-C 750 FC (6Bar)

127 w

660 L

 

 

                 

 A+

 A
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 C
 D
 E
 F

2017 812/2013

C

Danfoss WT-C 750

127 w

721 L

 

 

                 

 A+

 A
 B
 C
 D
 E
 F

2017 812/2013

C

Danfoss WT-C 500

86 w

472 L

 

 

                 

 A+

 A
 B
 C
 D
 E
 F

2017 812/2013

C

Thermia 203961
WT-V 1000 FC (3Bar)

130 w

971 L



 

 

                 

 A+

 A
 B
 C
 D
 E
 F

2017 812/2013

C

Thermia 086L6516
WT-C 1000 FC (3Bar)

130 w

949 L

 

 

                 

 A+

 A
 B
 C
 D
 E
 F

2017 812/2013

C

Thermia 086L6517
WT-C 1000 FC (6Bar)

135 w

885 L


